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Congratulazioni per aver acquistato la tua Patchbay. 
 
 
Prima di utilizzare la tua Patchbay ti consigliamo di dedicare qualche 
minuto alla lettura di questo manuale che ne spiega le funzioni e 
fornisce suggerimenti per l’utilizzo. 
 
 
 
Per qualsiasi domanda sul prodotto, ti consigliamo di visitare il 
nostro sito Web www.teknosign.com, dove pubblichiamo le FAQ e le 
esperienze dei nostri clienti. Per ulteriori informazioni sui nostri 
prodotti, non esitare a scriverci a info@teknosign.it 
 
 
 
 
REGISTRA IL TUO PRODOTTO 
 
Prima di iniziare la lettura del manuale, ti invitiamo a registrare il 
tuo prodotto, entro 14 giorni dall’acquisto, sul nostro sito 
www.teknosign.com alla pagina dedicata.  
Tramite questa registrazione potrai usufruire di una garanzia estesa a 
5 anni. 
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TEKNOSIGN - GARANZIA  
 
 
Garanzia Limitata: 
 
I prodotti Teknosign sono coperti dalla garanzia di conformità UE 
valida per 24 mesi dalla data di acquisto, dimostrabile con scontrino 
o fattura. 
 
Teknosign, previa AR (Autorizzazione al Reso), garantisce la 
riparazione e/o la sostituzione del prodotto senza alcuna spesa per il 
cliente in caso di difetti costruttivi. 
 
Tramite la registrazione potrai usufruire di una garanzia estesa di 5 
anni,visita il sito www.teknosign.com e registra il tuo prodotto. 
 
 
 
La garanzia decade in caso di: 
 
• Illeggibilità/assenza del numero di matricola; 

• Danni dovuti al trasporto; 

• Uso improprio e/o inadeguato 

• Smontaggio e/o modifica e/o riparazione effettuati senza    

  autorizzazione scritta di Teknosign 

• Trascuratezza o incapacità di usare il dispositivo in modo conforme  

  alle informazioni contenute in brochure, manuali di istruzioni o di  

  servizio di Teknosign 

• Collegamento o funzionamento del dispositivo in qualsiasi modo non  

  conforme a regolamenti tecnici o di sicurezza applicabili nella  

  nazione in cui il prodotto è utilizzato. 

• Danni provocati da calamità naturali, cause di forza maggiore e/o  

  altre cause non imputabili a Teknosign. 
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Introduzione 
 

La serie PBA rappresenta l’eccellenza dell’audio professionale, con 
soluzioni robuste, affidabili e pensate per gli studi di 
registrazione moderni, sia in ambito analogico che digitale. 
Progettate e costruite interamente in Italia, la serie PBA si 
distingue per la qualità dei materiali, l’attenzione al dettaglio e 
la versatilità nell’integrazione con qualsiasi setup audio 
professionale. Queste unità sono realizzate per garantire connessioni 
rapide, stabili e trasparenti, minimizzando la perdita di segnale e 
facilitando la gestione del routing in studi complessi.  

 
PER INIZIARE 
 

 
 
 
 
CONNESSIONI 
 
Le patchbay della serie PBA sono disponibili con diverse 
configurazioni di connessioni sul pannello frontale, pensate per 
adattarsi alle esigenze di qualsiasi studio professionale. Si trovano 
versioni con XLR femmina (XLRF), ideali per ingressi microfonici o di 
linea, XLR maschio (XLRM) per le uscite, e connettori combo (XLRC) che 
accettano sia XLR che jack TRS, offrendo la massima flessibilità. 
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CONNESSIONI PANNELLO POSTERIORE 

 

 

 
Connessioni Audio 
 
Sul pannello posteriore, la serie PBA utilizza connessioni DB25 
(standard Tascam) suddivise in gruppi da 8 canali, una soluzione 
pratica e ordinata per il collegamento a interfacce audio, 
convertitori o banchi di mixaggio. Ogni DB25 gestisce 8 segnali 
analogici bilanciati, e il numero totale di connettori varia a seconda 
del modello (es. 2 DB25 per 16 canali, 4 per 32, ecc.). Questa 
configurazione consente cablaggi rapidi e compatti, mantenendo alta la 
qualità del segnale e riducendo l’ingombro sul retro dell’unità. 
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SPECIFICHE TECNICHE 
 
 

Product Topology: Balanced Patchbay 

Number of Inputs: 16 – 32 

Number of Outputs: 16 - 32 

 
 

CARATTERISTICHE 
 
 

Input Connectors: XLR3(F,M,C)/6.35mm (1/4”) TRS - Neutrik®  

Output Connectors: 2/4 DB-25 

 
 
GENERALI 
 
 

Construction: Aluminium 

Finish: Durable Powder Coating 

Size: 483 x 44 x 485mm – 19” x 1.75” x 19.1” 

Operating Conditions: 5°~40°C – 41~104 °F 

Warranty: 2 Years 
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Congratulations on purchasing your Patchbay. 

Before using the Patchbay, we recommend taking a few minutes to read 
this manual, which explains its functions and provides usage tips. 

For any questions about the product, we suggest visiting our website 
www.teknosign.com, where we publish FAQs and customer experiences. For 
more information about our products, feel free to contact us at 
info@teknosign.it. 

 

REGISTER YOUR PRODUCT 

Before reading the manual, we invite you to register your product 
within 14 days of purchase on our website at the dedicated page 
www.teknosign.com.​
By registering, you will be eligible for an extended 5-year warranty. 
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TEKNOSIGN - WARRANTY 

Limited Warranty: 

Teknosign products are covered by the EU conformity warranty, valid 
for 24 months from the date of purchase, with proof of purchase 
(receipt or invoice). 

Teknosign, upon Return Authorization (RA), guarantees the repair 
and/or replacement of the product at no cost to the customer in case 
of manufacturing defects. 

By registering your product, you can benefit from an extended 5-year 
warranty. Visit www.teknosign.com and register your product. 

 

 

WARRANTY EXCLUSIONS 

The warranty becomes void in the following cases: 

• Unreadable or missing serial number​

• Damage due to transport​

• Improper and/or inadequate use​

• Disassembly, modification, or repair performed without written 

authorization from Teknosign​

• Negligence or failure to use the device in accordance with the 

information provided in Teknosign brochures, instruction manuals, or 

service guides​

• Connection or operation of the device in any manner that does not 

comply with technical or safety regulations applicable in the country 

where the product is used​

• Damage caused by natural disasters, force majeure, and/or other 

causes not attributable to Teknosign 
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Introduction 

The PBA series represents the pinnacle of professional audio, offering 
robust and reliable solutions designed for modern recording studios, 
both analog and digital. Entirely designed and manufactured in Italy, 
the PBA series stands out for its high-quality materials, attention to 
detail, and versatility in integrating with any professional audio 
setup. These units are built to ensure fast, stable, and transparent 
connections, minimizing signal loss and simplifying routing management 
in complex studio environments. 

 

LET’S START 

 
CONNECTIONS 
 
The PBA series patchbays are available in a range of front panel 
connection configurations, designed to meet the needs of any 
professional studio. Versions include XLR female (XLRF) connectors, 
ideal for microphone or line inputs, XLR male (XLRM) for outputs, and 
combo connectors (XLRC) that accept both XLR and TRS jacks, providing 
maximum flexibility. 
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REAR PANEL CONNECTIONS 

 

Audio Connections 

On the rear panel, the PBA series uses DB25 connectors (Tascam 
standard) arranged in groups of 8 channels — a practical and tidy 
solution for connecting to audio interfaces, converters, or mixing 
consoles. Each DB25 handles 8 balanced analog signals, and the total 
number of connectors varies by model (e.g., 2 DB25s for 16 channels, 4 
for 32, etc.). This configuration allows for fast and compact wiring, 
maintaining high signal quality while minimizing clutter at the back 
of the unit. 
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TECHNICAL SPECIFICATIONS 
 
 

Product Topology: Balanced Patchbay 

Number of Inputs: 16 – 32 

Number of Outputs: 16 - 32 

 
 

 
FEATURES 
 
 

Input Connectors: XLR3(F,M,C)/6.35mm (1/4”) - Neutrik®  

Output Connectors: 2/4 DB-25 

 
 
GENERALS 
 
 

Construction: Aluminium 

Finish: Durable Powder Coating 

Size: 483 x 44 x 485mm – 19” x 1.75” x 19.1” 

Operating Conditions: 5°~40°C – 41~104 °F 

Warranty: 2 Years 
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